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Envisioned in 1976, the Hanford Site Access Control Station was completed in 1983, replacing a wooden structure which had previously stood at the same location.  Known as the 
Yakima Barricade for its historical associations with workers coming from Yakima, this highly secure building was constructed at a time of general security improvements at the Hanford 
site, including the construction of the new Hanford Patrol Headquarters, which was designed by the same firm, and was built of similar materials. The Hanford Security Patrol, which 
staffs the building, is responsible for checking for proper Hanford site identification badges, whether permanent or visitor, on anyone who is entering the area.  Occasionally, security 
precautions mandate that people be checked on the way out as well.  The Access Control Station staff perform the required visual security check of anyone entering the Hanford site at 
this location.  As such, this building plays an important role in security and safety at the Hanford site. Therefore, it is the conclusion of the U.S. Department of Energy that the 604 
Building is eligible for inclusion in the National Register of Historic Places as a contributing property within the Hanford Site Manhattan Project and Cold War Era Historic District.

The 604 Building is located northwest of the 200 West Area, near the intersection of State Routes 240 (from Richland) and 24 (from Yakima). The building is situated between parallel 
roadways, the eastbound one serving as an entrance to the Hanford site, while the westbound one is an exit.  The roadways converge on each side of the buildings.  The rectangular 
building is sited so that its long axis runs east-west.  A triangular phalanx of filled barrels is situated at the western, or Route 240, side of the building, with the point of the triangle 
towards Route 240.  These constitute an "inertia barrier" to stop vehicles from hitting the building.  There is a smaller inertia barrier on the east side of the building.  The fluted 
concrete masonry block walls are topped by a metal fascia.  There are two bullet-resistant metal doors, one on the south side and one on the north side.  All of the windows have bullet-
proof glass.  Those on the west and east elevations are pitched outward at the top, are tinted bronze, and are about 5 feet high.  The three vertical windows on the western elevation 
span the entire width of the building. The large east window spans about half of the elevation.  There are two centrally-located horizontal windows on the south elevation, and three on 
the north, all set underneath the fascia and resting on slightly extended concrete sills.  The building is 10 feet high.  It measures 22 feet by 11 feet, 4 inches. 

The majority of the interior space is occupied by a guard room.  There is a restroom situated at the southeast corner.  It is accessed by a wooden door.  Floors throughout the building 
are covered with vinyl.  The walls of the guard room are fluted concrete masonry blocks.  The walls of the restroom are finished with gypsum board, except on the south side, which is 
made of fluted concrete masonry blocks.  The ceiling of the guard room is covered with suspended acoustical tile, while the restroom has a suspended gypsum board ceiling.


